
These durable and robust 

aluminium umbrellas 

offer stylish shade and 

rain protection.

•  Easy to open and close with  
  rope & pulley system
 

• Water-repellant and  
  UV-resistant canopies
 

• Lightweight anodized  
  aluminium frames
 

•  Moveable bases available or 
   in-ground fitting system option
 

•   Suitable for residential and  
  commercial use
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65 km/h
Wind Rating

60 km/h 
Wind Rating

Cafe Series
Q u a l i t y  M a r k e t  U m b r e l l a s
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Cafe Series

4.2m oct 2m sq  3m sq2.8m oct
Frame Specifications

40  x  2.0  x  2600 40  x  2.0  x  2600 50  x  2.0  x  2900 50  x  2.0  x  2900

Long arms (mm) 18  x  24  x  1.2 18  x  24  x  1.2 18  x  30  x  1.2 18  x  30  x  1.2

Dimensions of closed umbrella 
Height  (mm)  (a) 2600 2600 2900 2900

Closed canopy clearance (mm) (b) 1000 1000 750 750

Dimensions of open umbrella
Height  (mm)  (c) 2600 2600 2900 2900

Canopy edge height (mm) (d) 2050 2050 2100 2100

Weight
Umbrella (unboxed) (kg) 6.5 9.5 14.5 16.5

Packaging Dimensions
1670  x  205  x  205 1670  x  205  x  205 2960  x  230  x  230 2960  x  230  x  230

Weight (boxed umbrella) (kg) 9 13 18 21.5

c da b

Post (outside diameter x thickness
x length) (mm) 

Total Length (inc post) (mm)

Aluminium Aluminium Aluminium 316 Stainless Steel

Black Natural White

Concrete BaseBase Plate & 
Sandbags

Base Plate In-ground Socket & 
Sleeve kit

Cam-Lock Plate & 
Spigot

Base Options

*Other colours available to order, surcharge may apply

Standard Colours
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Commercial-Grade Market Umbrellas


